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The Sterling Pro Cobus single lidded topping well range is designed to keep your fresh toppings & fillings 
stored at the perfect temperature. Manufactured from catering-grade stainless steel it is very easy to 
keep clean. The stainless steel lid can be lowered at quieter times to ensure ingredients are kept as fresh 
as possible.

Model GN Pans
(Not included) Temperature Range Climate Class Dimensions (mm)

SPT1200-330-SS 5 x GN1/4 +2oC to +8oC 4 W1200 D335 H435

SPT1400-330-SS 6 x GN1/4 +2oC to +8oC 4 W1400 D335 H435

SPT1600-330-SS 7 x GN1/4 +2oC to +8oC 4 W1600 D335 H435

Single Lidded Topping Wells
SPT1200-330-SS / SPT1400-330-SS / SPT1600-330-SS

SPT1400-330-SS

SPT1200-330-SS
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Range Specifications

SPR160PV Single Door Fridge Cabinet SPF160NV Single Door Freezer Cabinet

Exterior Dimensions W680 x D810 x H2010mm W680 x D810 x H2010mm

Internal Dimensions W560 x D680 x H1390mm W560 x D680 x H1390mm

Packaged Dimensions W730 x D870 x H2150mm W730 x D870 x H2150mm

Capacity Gross: 600 Litres / Nett: 383 Litres Gross: 600 Litres / Nett: 383 Litres

Shelves Supplied 3 3

Grid Dimensions 534 x 650mm 534 x 650mm

Exterior Finish SS201 Stainless Steel SS201 Stainless Steel

Interior Finish SS201 Stainless Steel SS201 Stainless Steel

Temperature Range -2OC to +8OC -18OC to -22OC

Max Ambient 32OC 32OC

Refrigerant R290 R290

Insulation Thickness 60mm 60mm

Nett Weight 115kg 115kg

Energy Rating D D

Climate Class 4 4

Energy Consumption Annualy: 887 kWh / Daily: 2.42 kWh Annualy: 2366 kWh / Daily: 6.483 kWh

Power Supply 13 amp single phase plug 13 amp single phase plug

Voltage 220-240V/50HZ 220-240V/50HZ

Cooling System Ventilated Ventilated

Defrost Type Automatic Automatic

Reversible Doors Yes Yes

Lighting LED LED

Lockable Yes Yes

Castors Yes Yes

Frost Free Yes Yes

Charging Volume 95g 130g

Compressor Code NUM60CA1 NPY12LA

Compressor Brand Cubigel Cubigel

Range Specifications

SPT1200-330-SS SPT1400-330-SS SPT1600-330-SS

GTIN Code 5060750321812 5060750321829 5060750321836

Dimensions W1200 x D335 x H435mm W1400 x D335 x H435mm W1600 x D335 x H435mm

Internal Dimensions W850 x D251 x H165mm W1050 x D251 x H165mm W1250 x D251 x H165mm

Packed Dimensions W1250 x D400 x H550mm W1450 x D400 x H550mm W1650 x D400 x H550mm

GN Pan Capacity 5 x GN1/4 (pans not included) 6 x GN1/4 (pans not included) 7 x GN1/4 (pans not included)

Lids 1 1 1

Lid Type Hinged Hinged Hinged

Digital Display Yes Yes Yes

Exterior Finish SS201 Stainless Steel SS201 Stainless Steel SS201 Stainless Steel

Interior Finish SS201 Stainless Steel SS201 Stainless Steel SS201 Stainless Steel

Temperature Range +2OC to +8OC +2OC to +8OC +2OC to +8OC

Max Ambient 32OC 32OC 32OC

Refrigerant R600 R600 R600

Insulation Thickness 50mm 50mm 50mm

Nett Weight 36kg 38.5kg 43.5kg

Energy Rating N/A N/A N/A

Climate Class 4 4 4

Power Supply 13 amp single phase plug 13 amp single phase plug 13 amp single phase plug

Voltage 220-240V/50HZ 220-240V/50HZ 220-240V/50HZ

Cooling System Static Static Static

Defrost Type N/A N/A N/A

Reversible Doors N/A N/A N/A

Lighting No No No

Lockable No No No

Castors No No No

Frost Free No No No

Charging Volume 35g 35g 35g

Compressor Code D65CY1 D65CY1 D65CY1

Compressor Brand Donper Donper Donper

Single Lidded Topping Wells
SPT1200-330-SS / SPT1400-330-SS / SPT1600-330-SS


